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DIFFERENT LIGHTING
LED module      HM1LD

      Data sheet 

Photometrical Datas

Model

HM30LAD-1W12

HM30LAD-1WW12

 

 

 

Colour

White

Warm white

 

Colour temperature

6500K / 7000K

2700K / 3200K

 

Color rendering index

> 80

> 80

 

Typical luminous 

�ux

158 Lm

153 Lm

 

 

 

Typical luminous 

e�ciency

87,7 Lm/W

85    Lm/W

 

 

 

Modules positioning 

 

Example of 1500x1000mm box. with perimetral lighting

generated by 18 modules.

3 mm opal methacrylate as a �nish.

Indication of luminance (cd / m2) measured in 3 positions

of the methacrylate surface. 

EMC - Directive 2014/30/EU

EN 55015:2013/A1:2015

EN 61547:2009

RoHS - Directive 2011/65/EU

IEC 62031

 

General safety requirement for luminaires

EN 60598-2-20:2015 used in conjunction with EN 60598-1:2015+A1:2018

EN 62031:2020. IEC TR 62778:2014

IP protection

IEC 60529:1989+A1:1999+A2:2013

 

This product comply with the following European Standard:  ( download pdf )  

3,5 mm.                                                              

Electrical Datas

Model

HM30LAD-1W12

HM30LAD-1WW12

 

 

 

 

Nominal voltage

12 VDC

12 VDC

 

Voltage range

11...13 VDC

11...13 VDC

 

Accidental reverse input 

voltage protection up to

13 VDC

13 VDC

 

Nominal wattage 

per chain

54 W

54 W

 

 

Nominal wattage 

per module

1,8 W

1,8 W

 

150 mm.

  

  

290 cd/m2

340 cd/m2

370 cd/m2


